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300mm) e
Depth vernier caliper (10065307), (0- = External
2 150mm) 2015.03.04 201?.%)9;03777:%“2015013 equipment |
- - External
3 Steel tq?fzr (052364;5), (0-3m) 2015.03.04~2015.09.03 _ FJJB2015017 equipment
Magnetic thickness gauge (Model r : External
4 HCC-18), (100604) 2015.03.05~2016.03.04 | LJLX20150044 equipment
Electronic balance (Model External
5 TD5102B),(2013124) 2015.02.25~2016.02.24 | DZTP20150010 equipment
< ; External
6 | Second timer (0-100), (t240-QC/MT) “2015.03.14~2016.03.13 JCDC2015013 equipment
- Oven (temperature part) (Model oy = External
7 SRJX4-13), (201210) 2015.02.25~2016.02.24 | ECWD20150009 equipment
Load pressure test with pressure Extornal
8 | gauge (440KN), (pressure gauge no. | 2015.03.05~2016.03.04 LJLX20150035 S liBReH!
1993417153) - _ ik
Mult-element analyzer (Model JB-Q), 5 External
j  (130713) _2_015.03.05 2016.03.04 LJHX20150_183 SqUISE
Universal load tester (Model WES- = ' Cxternal
10 300), (14321) 2015.03.05 2016.03.[}1;” LJHX20150066 | equipment

Inspection Finding:

1. Dimension check randomly:

*  Sample size: as per client's requirements, 10 sets of covers and frames (10 pcs of frames + 30 pcs
of covers) totally.

*  Reference documents: EN-124:1994, drawings conformed on April 16, 2015, including XL/HD60-c 1
Rev. 2, XL/HD60-c2 Rev. 2, XL/HD60-¢c3 Rev. 2, XL/HD60-.

During the inspection, the dimension check of products was performed randomly. There are 10 sets of

products were selected randomly for the inspection and the details are as following: (Unit: im)
No. Types Sample size | Inspection item Required value Actual value
I 1 980 +3/-0 980.0-983.0
2* (as EN124) 624+6 625.0-629.0
3 49 +2/-3 47.5-50.6
4 91 +2/-0 90.5-92.0
Cover 5 14 +2/-0 14.3-16.0
C1 6 422 +2/-0 420.0-422.0 |
1 (dwg. 10 | T 11 +3/-0 11.3-12.8 ]
X1./HDBO- B 8 12 +3/-0 13.0-14.2 B
c1 Rev. 2) 9 6 +3/-0 7.2-81
10 396 +5/-0 400.0-401.0
11 40 +0/-2 38.0-390
T 8+2-0 | 8.1-9.0
(. 13 59 +2/-0 60.2-62.0
Cover 3 1 980 +3/-0
9 c2 10 2* (as EN124) 624+6
(dwg. 3 91 +2
XL/HDB0- 4 10+7
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1) All the dimensions are referred from relevant drawings;

c2 Rev. 2) B 14 +2/-0 15.1-15.5
6 605 +6/-0 607.0-611.0
= s 12 +3/-0 12.6-14.5
8 11 +2/-0 11.5-12.0
9 6 +2/-0 7.3-7.9 e
10 8+2-0 - 7.98-9.00
11 40 +0/-2 38.0-39.4
12 59 +3/-0 59.5-61.2
13 396 +5/-0 400.0-401.0 |
1 980 +3/-0 982.0-985,0 ]
2* (as EN124) 624+6 625.0-627.0
3 14 +2/-0 14.2-15.1
4 10 +2/-1 9.4-10.0
Cover 5 422 +2/-0 420.0-422.0
C3 e 12 +2/-0 12,5-13.0 i
3 (dwg. 10 7 11 +2/-1 10.9-11.9
XL/HD60- 8 396 +5/-0 400.0-401.0
c3 Rev. 2) 9 ~ 8+2-0 8297
10 o1kl 88.5-93.0
11 40 +2/-3 37.0-41.0
- ra 59 +4/-2 57.5-61.3
N 95  B8+2-0 6170 |
1 1884 +4/-2 1882.0-1888.0 |
2 313 +2/-0 313.0:3150 |
3 69 +2/-0 70,2-72.0
Frame 4* (as EN124) Min. 6 6.8-7.3
4 (dwg. 10 s 5 987 +2 985.0-988.0 ]
X1/HD60- 6 59 +2/-0 60.0-60.8 24
f) 7 1941 42/-0 1040.0-1943.0
8 1816 +4/-2 11614.0-1820.0
9 918 +4/-2 916.0-920.0
B 1l 1043 +6/-0 1043.0-1049.0
5 Tatal 10 A* (as EN124) Max. 15 5.50-12.00
clearance | ol
Remarks:

2) The tolerances or limited values required are specified in standard EN-124:1994 and drawings;

3) The dimensions to be checked is referred attached drawings which had been marked inspected
dimension No. as mentioned in above table;

4) The products which had been selected for the inspection were marked no. 1# to 10# in white colour

for identification of inspection.

Result: The result of dimension check was acceptable.
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2. Witness load test randomly:
*  Sample size: as per client’s requirements, 10 sets of covers and frames (10 pcs of frames + 30 pcs

of covers) totally.
*  Reference documenis: EN-124:1994
During the inspection, the load test of products had been perforined randomly in accordance with standard
EN-124: 1994. The details are as following:

- Product Permanent set after 2/3 of the load test 1
| FRAME & COVER |  Test pressure Test frequency | Required value Actual value
C1,Cz C3 266.67KN (9.5MPa) Stimes | Max. 2.08mm 0.10-1.26mm
Product ) : Load test ‘ _
Test pressure Test duration result
FRAME & COVER C1. Required Actual Required Actual T
. B8 400KN 400KN | 30~32sccond | 30~32second | and resultis
| (13.7MPa) gt

Remark:
1) The test pressure is converted to MPa from KN based on test equipment's size of hydrostatic cylinder,

2) The products which had been selected for the inspection were marked no. 1# to 10# in white colour
for identification of inspection.
Result: Acceptable

Standard witnessing/observing disclaimer (volunlary witnessing)

In accordance with Client's instructions, the Company's involvement has been limited to wilnessing/observing a third parly's
intervention(s) at the third parly’s laboraloryftest house or other facilities and installations used for the intervention(s). 1he
Company's sole responsibility was to be present at the time of the third party’s intervention(s) to forward the results, or confirm the
occurrence, of the intervention(s). The Company is nol responsible for the condition or calibration of apparatus, instruments and
measuring devices used, the analysis methods applied the qualifications, actions or omissions of the third party's personnel or the
analysis results.

This document is issued by the Company under its General Conditions of Service accessible at

http://www.sgs.com/terms _and_conditions.htm. Attention is diawn to the limitation of liability, indemnification and jurisdiction issues
defined therein. Any unauthorized alteration, forgery or falsification of the content or appearance of this document is unlawful and
offenders may be prosecuted to the fullest extent of the law.

3. Witness lab test including tension test and chemical analysis randomly:
¢ Sample size: as per client’s requirements, 2 pcs of test specimens totally.
*  Reference documents: ASTM A536-84 M:2003 for tension test, client's requirement for chemical
analysis.
a) Tension test:
According to the client's requirement, the material grade is 70-50-05 and the test was performed
depending this grade. The details are as following:

Batch no. of Tensile strength (MPa) Yield strength (MPa) Elongation (%)
specimen i _ e |
Required Actual Required Actual Required Actual
290615 (B) for Min. 485 551.51 Min. 345 456.09 Min. 5 14.0
cover il ; .
290615 for set of Min. 485 537,12 Min. 345 401.34
| cover and frame o

Result: Acceptable
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Standard witnessing/observing disclaimer (voluntary wilnessing)

In accordance with Client's instructions, the Company’s involvement has been limited to witnessing/observing a third party’s
intervention(s) at the third party’'s laboratory/test house or other farililies and installations used for the intervention(s). The
Company's sole responsibility was to be present at the time of the third party's intervention(s) to forward the results, or confirm the
occurrence, of the intervention(s). The Company is not responsible for the condition or calibration of apparatus, instiuments and
measuring devices used, the analysis methods applied the qualifi_ations, actions or omissions of the third party’s personnel or the
analysis results.

This document is issued by the Company under its General Conditions of Service accessible at
http://www.sgs.com/terms_and_conditions.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction 1ssues
defined therein. Any unauthorized alleration, forgery or falsification of the content or appearance of this document is unlawful and
offenders may be prosecuted to the fullest extent of the law.

b) According to the client’s requirement, the niaterial chemical composition had been given from the
client and the test was performed depending this client's requirement. The details are as

~ following: A = s Srraian,
Batch no. of Composition | C (%) Si(%) | Mn(%) P (%) S (%)
specimen Required 3.3-40 25-3.0 <06 < 0.07 =0.03
290615 (B) for Actual 3.62 2.95 0.42 | 0057 ~0.017
a cove; ] | i
290615 for set of Actual 3.7 2.79 0.21 0.051 0.023
cover and frame | i

Result: Acceptable to client's requirement.

Standard witnessing/observing disclaimer (voluntary witnessing)

In accordance with Client's insiructions, the Company’s involveinent has been limited to witnessing/observing a Lhird party's
intervention(s) al the third parly’s laboratory/iest house or olher facilities and installations used for the in‘crvention(s). The
Company’s sole responsibility was to be present at the time of the third party’s intervention(s) to forward the results, or confirm the
occurrence, of the intervention(s). The Company is not responsible for the condition or calibration of apparatus, instruments and
measuring devices used, the analysis methods applied the qualifications, actions or omigsions of the third party's personnel or the
an=lysis results.

This document is issued by the Company under its General Conditions of Service accessible at
http:/imww.sgs.com/terms_and_conditions.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiclion issues
defined therein. Any unauthorized alteration, forgery or falsification of the content or appearance of this document is unlawful and
offenders may be prosecuted to the fullest extent of the law.

Attachment: Photos during inspection

¥ |
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2/3 load test or permanent set
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